Detailed Specification Attachment Sheet for RFQ#



GCI0000010


A. SCOPE: This specification covers THE SCOPE OF WORK.
B. SUPPLIER INFORMATION: The .080 GAUGE ALUMINUM SIGN BLANKS , offered shall be comparable with the detailed requirements listed below (unless otherwise noted). Bidders are to indicate exactly what they are offering in each one of the following blanks in the "BIDDER'S RESPONSE" column. If this is not done or it is incomplete, YOUR BID MAY NOT BE CONSIDERED FOR AWARD until you furnish all the information. DO NOT USE "COMPLY", "YES", "OK", "SAME", an "X" a "V" CHECKMARK or a (") DITTO MARK.

C. SUPPORTING DATA: Bidders must furnish catalog pages, specification sheets, or similar data to support statements made in BIDDER'S RESPONSE column. Failure to furnish required data MAY BE CONSIDERED AS CAUSE FOR REJECTION OF BID.


	D.
	BASIC REQUIREMENTS:
	BIDDER'S RESPONSE:

	
	
	
	(comparable to Requirements)

	Description: .080 GAUGE ALUMINUM SIGN BLANKS
	Description:

	Manufacturer:
	Manufacturer:

	Model #:
	Model #:

	
	
	
	


MATERIAL:

THE ALUMINUM USED TO MAKE THESE SIGN BLANKS

MUST MEET THE REQUIREMENTS OF: ASTM B209, OR

5052-H38 ALLOY.

CONSTRUCTION:

SIGN BLANKS LISTED WITH 4 HOLES, MUST CONTAIN

STANDARD/UNIVERSAL 4-HOLE PATTERN.

FINISH/COLOR: BARE ALUMINUM

THE ALUMINUM MUST ALSO BE ALODINE TREATED TO

PREVENT CORROSION.

PACKAGING:

THE ALUMINUM BLANKS MUST BE SECURED TO

PALLETS IN QUANTITIES OF 200-250 EACH. PALLETS

MUST ALSO BE CLEARLY MARKED WITH EACH SIZED-

SIGN BLANK.


SIGN BLANK SIZES: (55 total)

VENDOR MUST BE ABLE TO PROVIDE THE VARIOUS

SIGN BLANK SIZES LISTED BELOW:

1. 36X36 SIGN BLANK .080 GAUGE - 4 HOLES - 2.25"

RADIUS

2. 30X30 SIGN BLANK .080 GAUGE - 4 HOLES -

1.875" RADIUS

3. 30X36 SIGN BLANK .080 GAUGE - 4 HOLES -

1.875" RADIUS

4. 12x18 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

5. 12X24 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

6. 12X36 SIGN BLANK .080 GAUGE - 2 HOLES - 1.5"

RADIUS

7. 12X48 SIGN BLANK .080 GAUGE - 2 HOLES - 1.5"

RADIUS

8. 12X60 SIGN BLANK .080 GAUGE - 2 HOLES - 1.5"

RADIUS

9. 12X12 SIGN BLANK .080 GAUGE - 2 HOLES - 1.5"

RADIUS

10. 9X12 SIGN BLANK .080 GAUGE - 2 HOLES - 1.5"

RADIUS

11. 18X18 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

12. 18X24 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

13. 18X30 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

14. 18X36 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

15. 18X48 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

16. 18X72 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

17. 24X24 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

18. 24X30 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

19. 24X36 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

20. 24X48 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS


21. 30" ROUND BLANK .080 GAUGE - 2 HOLES

22. 36" ROUND BLANK .080 GAUGE - 2 HOLES

23. 18" OCTAGON SIGN BLANK .080 GAUGE

24. 24" OCTAGON SIGN BLANK .080 GAUGE - 2

HOLES

25. 30" OCTAGON SIGN BLANK .080 GAUGE - 2

HOLES

26. 36" OCTAGON SIGN BLANK .080 GAUGE - 2

HOLES

27. 30" PENTAGON SIGN BLANK .080 GAUGE - 2

HOLES

28. 36" PENTAGON SIGN BLANK .080 GAUGE - 2

HOLES

29. 30X30X30 YIELD/TRIANGLE SIGN BLANK .080 GAUGE – 2 HOLES

30. 36X36X36 YIELD/TRIANGLE SIGN BLANK .080 GAUGE - 2 HOLES

31. 36X48X48 PENNANT SIGN BLANK .080 GAUGE - 3

HOLES

32. 13.5" SLOW MOVING VEHICLE SIGN BLANK .080 GAUGE

33. 10X18 SIGN BLANK .080 GAUGE - 2 HOLES - 1.5"

RADIUS

34. 10X27 SIGN BLANK .080 GAUGE - 2 HOLES - 1.5"

RADIUS

35. 21X15 SIGN BLANK .080 GAUGE - 2 HOLES - 1.5"

RADIUS

36. 24" SHIELD SIGN BLANK .080 GAUGE - 2 HOLES

37. 36" SHIELD SIGN BLANK .080 GAUGE - 2 HOLES

38. 48X96 SIGN BLANK .080 GAUGE - NO HOLES - NO RADIUS

39. 6X12 SIGN BLANK .080 GAUGE - NO HOLES - .75

RADIUS

40. 6X18 SIGN BLANK .080 GAUGE - NO HOLES - .75

RADIUS


41. 6X24 SIGN BLANK .080 GAUGE - NO HOLES - .75

RADIUS

42. 6X30 SIGN BLANK .080 GAUGE - NO HOLES - .75

RADIUS

43. 6X36 SIGN BLANK .080 GAUGE - NO HOLES - .75

RADIUS

44. 6X42 SIGN BLANK .080 GAUGE - NO HOLES - .75

RADIUS

45. 6X48 SIGN BLANK .080 GAUGE - NO HOLES - .75

RADIUS

46. 6X12 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

47. 6X18 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

48. 6X24 SIGN BLANK .080 GAUGE - 4 HOLES - 1.5"

RADIUS

49. 9X18 SIGN BLANK .080 GAUGE - NO HOLES - 1.5"

RADIUS

50. 9X24 SIGN BLANK .080 GAUGE - NO HOLES - 1.5"

RADIUS

51. 9X30 SIGN BLANK .080 GAUGE - NO HOLES - 1.5"

RADIUS

52. 9X36 SIGN BLANK .080 GAUGE - NO HOLES - 1.5"

RADIUS

53. 9X42 SIGN BLANK .080 GAUGE - NO HOLES - 1.5"

RADIUS

54. 9X48 SIGN BLANK .080 GAUGE - NO HOLES - 1.5"

RADIUS

55. 8X24 SIGN BLANK .080 GAUGE - 2 HOLES - 1.5"

RADIUS


Detailed Specification Attachment Sheet for RFQ#



GCI0000010


A. SCOPE: This specification covers THE SCOPE OF WORK.
B. SUPPLIER INFORMATION: The .100 GAUGE ALUMINUM SIGN BLANKS , offered shall be comparable with the detailed requirements listed below (unless otherwise noted). Bidders are to indicate exactly what they are offering in each one of the following blanks in the "BIDDER'S RESPONSE" column. If this is not done or it is incomplete, YOUR BID MAY NOT BE CONSIDERED FOR AWARD until you furnish all the information. DO NOT USE "COMPLY", "YES", "OK", "SAME", an "X" a "V" CHECKMARK or a (") DITTO MARK.

C. SUPPORTING DATA: Bidders must furnish catalog pages, specification sheets, or similar data to support statements made in BIDDER'S RESPONSE column. Failure to furnish required data MAY BE CONSIDERED AS CAUSE FOR REJECTION OF BID.


	D.
	BASIC REQUIREMENTS:
	BIDDER'S RESPONSE:

	
	
	
	(comparable to Requirements)

	Description: .100 GAUGE ALUMINUM SIGN BLANKS
	Description:

	Manufacturer:
	Manufacturer:

	Model #:
	Model #:

	
	
	
	


MATERIAL:

THE ALUMINUM USED TO MAKE THESE SIGN BLANKS

MUST MEET THE REQUIREMENTS OF: ASTM B209, OR

5052-H38 ALLOY.

CONSTRUCTION:

SIGN BLANKS LISTED WITH 4 HOLES, MUST CONTAIN

STANDARD/UNIVERSAL 4-HOLE PATTERN.

FINISH/COLOR: BARE ALUMINUM

THE ALUMINUM MUST ALSO BE ALODINE TREATED TO

PREVENT CORROSION.

PACKAGING:

THE ALUMINUM BLANKS MUST BE SECURED TO

PALLETS IN QUANTITIES OF 200-250 EACH. PALLETS

MUST ALSO BE CLEARLY MARKED WITH EACH SIZED-

SIGN BLANK.


SIGN BLANK SIZES: (12 total)

VENDOR MUST BE ABLE TO PROVIDE THE VARIOUS

SIGN BLANK SIZES LISTED BELOW:

1. 24X60 SIGN BLANK .100 GAUGE - 4 HOLES - 1.5"

RADIUS

2. 48X72 SIGN BLANK .100 GAUGE - 4 HOLES - 3"

RADIUS

3. 30X48 SIGN BLANK .100 GAUGE - 4 HOLES -

1.875" RADIUS

4. 30X60 SIGN BLANK .100 GAUGE - 4 HOLES - 2.25"

RADIUS

5. 36X48 SIGN BLANK .100 GAUGE - 4 HOLES - 2.25"

RADIUS

6. 36X60 SIGN BLANK .100 GAUGE - 4 HOLES - 2.25"

RADIUS

7. 48X48 SIGN BLANK .100 GAUGE - 4 HOLES - 3"

RADIUS

8. 48X60 SIGN BLANK .100 GAUGE - 4 HOLES - 3"

RADIUS

9. 48" OCTAGON SIGN BLANK .100 GAUGE - 4

HOLES

10. 18x120 SIGN BLANK .100 GAUGE - NO HOLES –

NO RADIUS

11. 42X48 SIGN BLANK .100 GAUGE - 4 HOLES - 3"

RADIUS

12. 48X96 SIGN BLANK .100 GAUGE - NO HOLES - NO RADIUS

Detailed Specification Attachment Sheet for RFQ#



GCI0000010


A. SCOPE: This specification covers THE SCOPE OF WORK.
B. SUPPLIER INFORMATION: The 3 MM 48X96 COMPOSITE SIGN BLANKS , offered shall be comparable with the detailed requirements listed below (unless otherwise noted). Bidders are to indicate exactly what they are offering in each one of the following blanks in the "BIDDER'S RESPONSE" column. If this is not done or it is incomplete, YOUR BID MAY NOT BE CONSIDERED FOR AWARD until you furnish all the information. DO NOT USE "COMPLY", "YES", "OK", "SAME", an "X" a "V" CHECKMARK or a (") DITTO MARK.

C. SUPPORTING DATA: Bidders must furnish catalog pages, specification sheets, or similar data to support statements made in BIDDER'S RESPONSE column. Failure to furnish required data MAY BE CONSIDERED AS CAUSE FOR REJECTION OF BID.


	D.
	BASIC REQUIREMENTS:
	BIDDER'S RESPONSE:

	
	
	
	(comparable to Requirements)

	Description: 3 MM 48X96 COMPOSITE SIGN BLANKS
	Description:

	Manufacturer:
	Manufacturer:

	Model #:
	Model #:

	
	
	
	



MATERIAL:

SIGN BLANKS MUST BE MADE OF ALUMINUM

COMPOSITE MATERIAL (ACM) WITH A POLYETHYLENE

CORE.

THE OVERALL THICKNESS OF THE COMPOSITE BLANKS

MUST BE 3MM.

MATERIAL MUST BE APPROVED BY THE FEDERAL

HIGHWAY ADMINISTRATION.


CONSTRUCTION:

48 INCH X 96 INCH IN SIZE. SQUARE CORNERS WITH NO

HOLES.


FINISH/COLOR: ONE SIDE COLORED IN WHITE, OTHER

SIDE COVERED IN SILVER/GRAY FINISH.


PACKAGING:

THE ALUMINUM BLANKS MUST BE SECURED TO

PALLETS IN QUANTITIES OF 200-250 EACH. PALLETS

MUST ALSO BE CLEARLY MARKED WITH EACH SIZED-

SIGN BLANK.


Detailed Specification Attachment Sheet for RFQ#



GCI0000010


A. SCOPE: This specification covers THE SCOPE OF WORK.
B. SUPPLIER INFORMATION: The EXTRUDED STREET SIGN BLANKS , offered shall be comparable with the detailed requirements listed below (unless otherwise noted). Bidders are to indicate exactly what they are offering in each one of the following blanks in the "BIDDER'S RESPONSE" column. If this is not done or it is incomplete, YOUR BID MAY NOT BE CONSIDERED FOR AWARD until you furnish all the information. DO NOT USE "COMPLY", "YES", "OK", "SAME", an "X" a "V" CHECKMARK or a (") DITTO MARK.

C. SUPPORTING DATA: Bidders must furnish catalog pages, specification sheets, or similar data to support statements made in BIDDER'S RESPONSE column. Failure to furnish required data MAY BE CONSIDERED AS CAUSE FOR REJECTION OF BID.


	D.
	BASIC REQUIREMENTS:
	BIDDER'S RESPONSE:

	
	
	
	(comparable to Requirements)

	Description: EXTRUDED STREET SIGN BLANKS
	Description:

	Manufacturer:
	Manufacturer:

	Model #:
	Model #:

	
	
	
	


MATERIAL:

THE ALUMINUM USED TO MAKE THESE SIGN BLANKS

MUST MEET THE REQUIREMENTS OF: ASTM B209, OR

5052-H38 ALLOY.

CONSTRUCTION:

THESE BLANKS MUST BE CONSTRUCTED USING .080

GAUGE ALUMINUM IN THE MIDDLE. WHILE THE

OUTTER EDGE OF SIGN BLANKS ARE .240” THICKER TO

CREATE EXTRUDED SHAPE.

FINISH/COLOR: BARE ALUMINUM

THE ALUMINUM MUST ALSO BE ALODINE TREATED TO

PREVENT CORROSION.


PACKAGING:

THE ALUMINUM BLANKS MUST BE SECURED TO

PALLETS IN QUANTITIES OF 200-250 EACH. PALLETS

MUST ALSO BE CLEARLY MARKED WITH EACH SIZED-

SIGN BLANK.


SIGN BLANK SIZES:
( 6 total)

VENDOR MUST BE ABLE TO PROVIDE THE VARIOUS

SIGN BLANK SIZES LISTED BELOW:

1. 6-3/4X24 EXTRUDED STREET SIGN BLANK - .080

GAUGE - NO HOLES

2. 6-3/4X30 EXTRUDED STREET SIGN BLANK - .080

GAUGE - NO HOLES

3. 6-3/4X36 EXTRUDED STREET SIGN BLANK - .080

GAUGE - NO HOLES

4. 6-3/4X42 EXTRUDED STREET SIGN BLANK - .080

GAUGE - NO HOLES

5. 6-3/4X48 EXTRUDED STREET SIGN BLANK - .080

GAUGE - NO HOLES

6. 6-3/4X54 EXTRUDED STREET SIGN BLANK - .080

GAUGE - NO HOLES

