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 Specification sheet

If you already have ejector rods and think of replacing it with ours, please put the ejector rods dimensions in the blank below and fax it your nearest sales oﬃce.

Personal information
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Company ◆

Name ◆

Address ◆
〒

E-mail

TEL ◆

FAX

Notes

1. We use the personal information when confirming specification and submitting an estimation.

2. Please make sure that all the ◆ blanks filled in order to contact you from us.

I. M. M. information

	Injection molding
	
	Maker :
	

	
	
	
	
	unit

	machine
	
	
	
	

	
	
	
	
	

	
	
	Model :
	

	
	
	
	
	




Quick connect ejector rod


Cautions

Specification sheet

	Ejector rod external dimensions
	
	
	
	
	

	Mounting thread length=B
	Total length=A
	
	
	
	

	Bolt size=X
	
	
	
	○ type
	type

	
	
	
	D
	
	

	Ejector plate
	Movable platen
	Ejector stroke=S
	Ejector hole diam. =φ
	
	Opposite angle of hex.=J

	
	
	
	
	
	

	
	(The machine specifications)
	
	Rod diam.=φd
	Hex. side width=H



Ejector rod dimension chart

	Rod diameter
	★ A
	★ B
	D
	★ d ※1
	★H※2
	★J※2
	★ S
	★ X thread
	Base rod
	Attachment rod

	
	
	
	
	
	
	
	
	
	necessary number
	necessary number

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	forφ25
	
	
	
	
	
	
	
	M
	number
	number

	
	
	
	
	
	
	
	
	
	
	

	forφ30
	
	
	
	
	
	
	
	M
	number
	number

	
	
	
	
	
	
	
	
	
	
	

	forφ45
	
	
	
	
	
	
	
	M
	number
	number

	
	
	
	
	
	
	
	
	
	
	


Notes

1. Please make sure that all the ★blank is filled. The dimension is necessary for designing and manufacturing.

2. All the dimension is needed to be put down by 1mm.

3. Quick ejector rods could be damaged using in the condition where there are scraches or deformation at the female screw. ※1. This blank is only for the customer using ○ type rods.

※2. This blank is only for the customer using [image: image2] type rods.
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